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Wheel End

all references to competitors’ part numbers 
are for cross reference purposes only

•	1/4”	straight	air	hose	for	air	tool	
			(or	other	low	pressure	pneumatic	applications)
•	Self-storing,	adjustable	length
•	2	x	1/4”	NPTF	male	swivel	fittings	with	spring	guards	are	included
•	300	psi	is	maximum	recommended	operating	pressure	at	78°F
•	OSHA	(STD1-13-001)	compliant	when	used	with	safety	tip	only

Inflator	Kit	Includes	Coil	Assembly	and:	
•	1/2”	x	1/4”	Bushing	
•	Male	End	Connector
•	Female	Disconnect	
•	Universal	Gladhand	(Part	No.	5330)
•	Air	Chuck	(Part	No.	451060)
•	Blow	Gun	w/male	disconnect	(Part	No.	451065)

Tire Inflator Kit

GT-451070

Description
Replaces
TectranPart	Number

GT-45130 6” dual foot air chuck. 1/4” NPT A824

DescriptionPart	Number

GT-451065 Blow gun w/male disconnect, 1/4” NPT 
 

A148
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Blow	Gun

Tire	Chucks/Tire	Gauges

GT-45135 Dual foot tire gauge, nylon bar, 10-150 psi 6A135
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